
Weight 221 lbs (100,24kg)

Operation Space Needed 6-12 inches of space outside the print
envelope

Compatible Materials Cementitious Materials

Print Area See drawings below

Connection Type WiFi (2.4G)

Extruder compatibility Continuous Pump, Auger HP75,
Mixcell

Nozzle Size Extruder Dependent

Motor Types Closed-Loop Servo Motors

Scara Elite Roadrunner
Product Specifications

Scara Elite Printer combined with our Roadrunner track. It adds another axis of control,
allowing you to make even larger creations, such as full-size structures and walls.

Printer Properties

Printer Operation Recommended Print Speed 3.15" - 4.72"/s (80mm-120mm/s)

Maximum Print Speed 9.84"/s (250mm/s) 

Power Supply Output – 75V 6.6 amps
Input – 100-240V, 50-60 Hertz

What’s Included 1. Scara Elite Roadrunner
2. Hose Adaptor
3. Additional Parts included: Allen key set, Floor Screws, Z Rail Adjuster

www.3DPotter.com 772-600-8630

Software Software Requirements Web browser interface

Recommended Slicing Software Simplify 3D

4425 SW Port Way
Palm City, FL, 34990
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Scara Elite Roadrunner 4000mm

Print Height (Z) 62.99" [1,600mm]


